AC

0590°%9 %00
Oﬂ 4 40 k> VARIES -°
6% %' %0 °[SEENOTE S

NEW EDGE LINE (TYP)
- SEE NOTE 6
EDGE LINE OF
EXISTING
PATCH, CURB
(T-CUT WIDTH) VARIES - SEE NOTE 3 ‘ OR EDGE OF
\ STREET

&5 0 o S 3

»Q © o o Rade 009°59°5°9° &

500 o,

o

00 038

000Q°%0
o

0 QLS

o 4Q
& (@]
080 0%, 85 o
00 ad6D (0¥ 048 4 G095 °00 6 Q
RS e e &0 o NN LR e o o
oo o
ISP nob"ggaun;o&’g&“n‘bg 0o oDQQUQD o o O Q

000Q °
B o
GOQO QQ oﬂ oS

NOTES:

width .

°00 o4 a%:: 5:%:0 "%o ZD°Z<) %5 02 ::nc:Q %,

BASE ROCK RRROUNEL PR e AL ,
:";’u“ ()40?, (:): n“::s:()c ’a 3:4;:00()"0‘: 5 nﬁ:ﬂ":ﬂ"qc; IF<3
SRR R KT ¥ o Y REPLACE
N R SR MO IE SRR DG SURFACE

BACKFILL RIS SRR SR FRINCRL Y - SEE NOTE 4
T BRITSRRK
RAKRS IF<3
OGRS REPLACE SURFACE
- SEE NOTE 5

CROSS SECTION

1. This drawing applies to trench cuts and other kinds of street cuts.

2. For T-cut dimensions, see Beaverton Standard Dwgs 300 & 301.

3. On all non-local streets, width of T-cut shall be a minimum of three feet. On all
local streets, width of T-cut shall be a minimum of twelve-inches plus the trench

4. If new edge of pavement is less than three feet from another patch, curb or edge
of street, replace the pavement in between.

5. If more than one existing patch edge is within the three foot zone, remove
pavement to the far edge of the pre-existing patch.

6. New edge of pavement (edge line) shall not lie in a wheel path. Width of T-cut
shall be widened where necessary to move the edge line out of the wheel path
and either: (a) to location that is six-inches from the nearest lane line or (b) to the
location required by note 3 or 4 above as applicable, whichever is nearest of (a)

or (b).
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